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Garaventa Accessibility

PO Box 1769, Blaine, WA, 98231-1769
7505-134A Street, Surrey, B.C. Canada V3W 7B3

Phone: 1+(604) 594-0422 Fax:1+(604) 594-9915

Toll Free:  1-800-663-6556

www.garaventa.ca     email: productinfo@garaventa.ca

GARAVENTA SUPER-TRAC TRE52

DESIGN SPECIFICATIONS

PORTABLE LIFT DESIGN SPECIFICATIONS

PART 1 GENERAL

1.01 DESCRIPTION OF PRODUCT

The product described herein – manufactured by Garaventa Accessibility – is a portable platform lift for indoor/outdoor.

1.02 QUALITY ASSURANCE

All load ratings and safety factors shall be certified by a professional engineer. Welders certified in accordance with requirements of CWBW47.1 shall execute all welding of parts.

1.03
EQUIPMENT DIMENSIONS
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The lift shall be 50.4” high by 29.8 wide by 49.5 inches long.

1.04
WHEELCHAIR CLEARANCES
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The platform shall have clear platform dimensions of 39.2 inches long by 27.2 inches wide.

1.05
STAIR TURNING CLEARNACES
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The lift shall require no more than a 63” long by 78” wide landing to perform a 180 degree rotation for ascent or descent of the stairs.  It shall require no more than 32” in stairway width for a straight stairway, or 38” stairway width for stairs in which turns may be required.

1.06
SPECIFICATIONS

Max. Capacity 
440lbs 

Max. Stair Angle 
35° 

Power Sealed Batteries 
24v 

Charging Auto 
115/230 vac 

Brake 
Fail-safe Electromagnetic 

Weight 
253 lbs 

Speed Up  
24.6 ft / min 

Speed Down  
36.1 ft /min

1.07
OPERATION

The lift shall be equipped with three (3) wheels which permit free and easy movement on flat ground.  It shall be equipped with a parking brake which will immobilize the unit on flat ground.

The lift shall be equipped with two (2) thumb-buttons ergonomically located at the ends of the handle grips.  Both buttons must be pressed simultaneously in order to operate the lift, to ensure that the operator has a firm grip on the unit with two hands for safety.

The lift shall be equipped with an angle-detection switch to ensure that the lift is not operated on the stairs unless it is in the proper position.

The lift shall be equipped with four (4) tie-down straps to secure the wheelchair on the platform.  It shall also be equipped with a safety seat belt.
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